
 

 

Enhanced Oil Recovery Techniques Objective Questions and Answers Pdf 

1.  CO<sub>2</sub> flooding method is used for 

a. heavy crude oil 

b, waxy crude oil 

c.  medium and light crude oil 

d. none of the above 

Ans: C 

2.  What are the problems of steam flooding? 

a. adverse mobility problems 

b.  channeling of steam 

c.  gravity override 

d.  all of the above 

 Ans: D 

3.  Microbial enhance oil recovery is used for 

a.  high temperature well 

b,  very low temperature well 

c.  moderate temperature well 

d.  none of the above 

Ans: C 

4. Gas based miscible EOR process should be used when 

a. API gravity of the crude oil should be more than 30&deg; API 

b. Viscosity of the crude oil should be less than 3 cp 

c. Average permeability of the formation should be more than 5 mD 

d. all of the above 

Ans: D 



 

 

5. What is primary producing mechanism on reservoir pressure and recovery efficiency of an oil well? 

a. liquid and rock expansion 

b. gas cap expansion 

c. water influx 

d. all of the above 

Ans: D 

6. Which of the following is true about solution gas drive mechanism? 

a. It declines reservoir pressure rapidly and continuously 

b. Initially low GOR then GOR rises to maximum and then drops 

c. Recovery efficiency of this mechanism varies from 5 to 35% 

d. all of these 

Ans: D 

7.  Which of the following is the short term method for improved oil recovery? 

a.  Infill drilling 

b.  WAG 

c.  FAWAG 

d.  CO<sub>2</sub> Injection 

Ans: A 

8.  Which of the following statement is true about gravity drainage mechanism 

a.  it declines reservoir pressure rapidly and continuously 

b.  water production is absent or negligible 

c.  recovery efficiency of this producing mechanism varies from 40 – 80% 

d.  all of the above 

Ans: D 

1.   Most widely used post-primary recovery is 

a. Water flooding 



 

 

b. Polymer flooding 

c.  Steam flooding 

d. None of the above 

Ans: a 

9. What is the depth limit for steam flooding? 

a.  3000 ft 

b.  5000 ft 

c. 6000 ft 

d.  10000 ft 

Ans: A 

10. Steam flooding should be used for 

a. Pay zones greater than 20 ft thick 

b. Pay zones less than 20 ft thick 

c. Both a and b 

d. None of the above 

Ans: A 

 

 

 

 


