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1.  Which is varied in cutoff governing in steam engine? 

a. pressure of intake steam 

b. volume of intake steam 

c. temperature of intake steam 

d. dryness fraction 

e. superheat of steam 

Ans: B 

2.  Compound steam engine is one in which 

a. steam expands twice 

b. two engines are combined together 

c. major parts of repeated twice 

d. two units are put together 

e. steam expands in several stages 

Ans: A 

3. The function of piston rod is to 

a. transfer motion from piston to cross head 

b. transfer motion from piston to connecting rod 

c. provide reciprocating motion to slide valve 

d. convert reciprocating motion of piston to rotary motion 

e. to control cut off point 

Ans: A 

4. The commonly used material of pipes in condensers is 

a. mild steel 

b. stainless steel 

c. cast iron 

d. admiralty brass 

e. aluminium 



 

Ans: D 

5. Shock effect in a nozzle is felt in 

a. divergent portion 

b. straight portion 

c. convergent portion 

d. throat 

Ans: A 

6. The compounding of steam turbines is done to 

a. improve efficiency 

b. reduce turbine speed 

c. increase blade speed ratio 

d. reduce axial thrust 

Ans: B 

7.  The flow of steam in a nozzle is subsonic at 

a. throat 

b. entrance 

c. convergent portion 

d. divergent portion 

e. convergent divergent portion 

Ans: D 

8.  Cooling towers are designed to 

a. expose the maximum transient water surface to the maximum air flow 

b. achieve high air flow through tower 

c. break water into fine particles 

d. cause maximum turbulence 

Ans: a 

9. Steam jet ejector system is sued to 

a. condense steam 



 

b. maintain vaccum in condenser 

c. push flue gases in chimney 

d.. purify feed water 

Ans: B 

10. Which of the following gases has the highest calorific value? 

a. producer gas 

b. coal gas 

c. water gas 

d. blast furnace gas 

e. coke oven gas 

Ans: B 

 


