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1.  Steam in water tube boiler as compared to fire tube boiler 

a. can be raised rapidly 

b. is raised at slower rate 

c. is raised at same rate 

d. could be raised at fast/slow rate depending on design 

Ans: A 

2. Which type of boiler can meet rapid changes of load? 

a. vertical fire tube type 

b., horizontal fire tube type 

c. horizontal water tube type 

d. vertical water tube type 

e. forced circulation type 

Ans: E 

3. Boiler stays are used to 

a. prevent flat surfaces under pressure from tearing apart 

b. take care of failure in shear 

c. take care of failure in compression 

d. provide support for boiler 

e. provide foundation of boiler 

Ans:  A 

4.  Size of boiler tubes is specified by 

a. mean diameter and thickness 

b, inside diameter and thickness 

c. outside diameter and thickness 

d. outside diameter and inside diameter 

d. outside diameter alone 

Ans: C 



 

5. With increase in load, convection super-heater has 

a. drooping characteristics 

b. linear characteristics 

c. rising characteristics 

d. flat characteristics 

Ans: C 

6. The pressure of reheat steam after passing through reheater compared to inlet condition is 

a. more 

b. less 

c, equal 

d., may be more or less depending on capacity of reheater 

Ans: B 

7.  Steam exhaust from high pressure turbine in reheated in 

a. boiler drum 

b. superheater tubes 

c. economizer 

d. a separate coil 

e.  a separate coil located in convection path 

Ans: E 

8.  Reheating of steam under ideal conditions takes place at constant 

a. entropy 

b. enthalpy 

c. pressure 

d. temperature 

Ans: C 

9.  Bomb calorimeter is used to determine 

a. higher calorific value at constant volume 

b. lower calorific value at constant volume 



 

c. higher calorific value at constant pressure 

d. lower calorific value at constant pressure 

Ans: A 

10. Presence of moisture in fuel oil would 

a. keep the burner tips cool 

b. aid in proper combustion 

c. causes sputtering, possibly extinguishing flame 

d. clean the nozzles 

e. reduce flame length 

Ans: C 


